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RHS680

A/C Refrigerant Handling System
The new RTI RHS680 is an economy model that offers semiautomatic operation, with fast, dependable performance. It uses RTI's patented, Gas Flow single-pass recovery/recycling system which allows the fastest recovery times in the industry. A microprocessor and weight scale with digital, programmable charging makes operation fast and simple. A double-duty compressor removes refrigerant from the high and low sides of the vehicle and pulls the system into a vacuum before recharge. A special 7 CFM Vacuum Pump Kit is available. A large fan-cooled condenser speeds recovery and air purge, and also protects the machine's compressor. An external gauge manifold set can be hung on the machine or on a vehicle. The RHS680 is available in R12 or R134a versions. The R-12 version can be converted to R-134a in the future with an inexpensive kit when you no longer wish to service R-12. It will not be obsolete when R-12 disappears. It even comes with lifetime toll-free technical service from RTI, the supplier to the world's largest service chains!
FEATURES
 

Recover, recycle & recharge service times of less than 12 minutes
Simple, reliable operation
Automatic recovery/recycling
Patented single-pass system for maximum throughput
Large fan-cooled condenser for fast operation
Pressure detection device automatically restarts compressor if residual refrigerant is detected
Suction pressure regulator protects compressor and other critical components
Single-pass rapid air purge quickly eliminates non-condensable gases
Rapid evacuation using double-duty compressor
Digital charging weight scale
Microprocessor controlled
Powder coated steel cabinet and the highest quality components
Over 200 service centers
1 year parts and labor warranty
Lifetime toll-free tech support
SPECIFICATIONS
Refrigerant 2 models available: R12 or R134a
Process Time Less than 12 minutes average, recover/recycle/recharge
Operating Range 320 - 1220 F (00 - 500 C)
Scale Accuracy 3% over useable range
LCD alpha-numeric
Compressor 1/3 HP (0.25kW), pressure protected
Condenser 2270 sq. in. (14,645 sq cm) fin surface; 0.38" (.97 cm) diameter tubing
Condenser Fan 5 blade, 8" (20.3 cm) diameter, 1550 RPM
Recovery High and Low Sides. Automatic Shutoff
Recycling Patented Single Pass. High/Low Filtration
Vacuum Double-duty compressor
Vacuum (Optional) 7 CFM vacuum pump kit is available
Charging Programmable electronic scale
SPECIFICATIONS
Charging Cylinder 30 lb. DOT (13.6 kg)
Cylinder Heater 200 Watt heat belt
Air Purge Rapid, valve
Manifold Detachable
Hoses 8 foot (2.44 m) yellow; 6 foot (1.83 m) red and blue
Electrical 120VAC - 60 Hz
Dimensions (H x W x D) 43" x 19" x 21" (109 cm x 48 cm x 53 cm)
Weight 195 lbs. (89 kg)
Convertible to R-134a* R12 model: Yes. R134a model: N/A
Warranty 1 year parts and labor
Free Tech Assistance Lifetime Yes
 

* A conversion kit is available at a low price for retrofitting R-12 model to R-134a when you know longer wish to service R-12 vehicles. RTI A/C units are safeguarded from obsolescence.
	RHS680-R12
	P/N 460-80195-00

	RHS680-R134a
	P/N 460-80196-00

	Recommended Accessory:
Electric Heat Belt for increasing cylinder fill speed
	P/N 026-80092-00


